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THE GEOPLAST ALTERNATIVE TO PLYWOOD

GEOPLAK
REUSABLE SLAB FORMWORK IN POLYPROPYLENE

לראשונה בעולם!
לוח ליציקות תקרה ל- 60 שימושים חוזרים 

עשוי מפוליפרופילן ממוחזר

יתרונות המוצר:

משקל קל

עמיד בכל תנאי 
 מזג האוויר 

ללא אחסון מקורה

מודולארי

שימוש חוזר 
60 פעמים

התקנה 
מהירה

שטח פני 
בטון חלקים

10 ק"ג ליח' = 1 מ"ר



מבט צד

שטח פנים עליון עם מיקום חורים למסמרים
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The shoring is done via double frame beams, secondary frame can have a maximum distance of 32cm and the maximum 
thickness allowed for the full slab is 35cm. 

 
The panel rest against wooden beams (secondary beams) and secured to the same by means of steel nails. 
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FIG.8 – double frame shoring detail 
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FIG.9 – detail of maximum distance between secondary beams 
 

יישום לוחות GEOPLAK על גבי עמודי תמיכה 

מרחק מקסימלי בין קורות עץ משניות 32 ס"מ

PP חומר   	
2004X 503 X 29 mm מידות 	

10 ק"ג משקל	
0.15mm / m / c * מקדם התרחבות תרמית	

שחור צבע	
AGPPAPP0200 קוד מוצר	

שטח פנים תחתון עם פסי חיתוך הלוח

נתונים טכניים
Geoplast S.p.A. 

Via Martiri della Libertà 6/8 
35010  GRANTORTO, Italy 

 
www.geoplast.it 

 
GEOPLAST S.p.A. 

TECHNICAL DEPARTMENT 
– RESEARCH & DEVELOPMENT – 

TECHNICAL DEPARTMENT 
Date: 9th JAN 2017 

 
TECHNICAL BULLETIN: 

NEW PRODUCT 

 

Bollettino Tecnico 2017-01  Pagina 2 di 4 

 
 

FIG.4 – bottom view of the cutting lines highlighted every 50cm 
 

 
 

FIG.5 – ribs detail along cutting lines

* אין צורך במריחת חומרים מונעי הדבקת בטון
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GEOPLAK

GEOPLAK IS A 
POLYPROPYLENE
FORMWORK PANEL
USED FOR CASTING 
SLABS “IN-SITU”

GEOPLAK, polypropylene formwork panel used for casting slabs “in-situ “, is Geoplast’s very latest innovative 
Solution.  Conceived to be a valid alternative to the traditional plywood, GEOPLAK can be cut and nailed along its 
entire surface. 

GEOPLAK is a panel with dimensions of 2004 x 503 mm for a total surface of 1 m2; its total thickness is 29 mm, 
of which 5 mm of full surface and 24 mm of honeycomb shaped ribs as reinforcement of the panel. There are also 
three orthogonal ribs at the edges, at intervals of 50 cm, that can be used to cut the panel without compromising its 
strength.

As for the whole range of Geopanel products, also the GEOPLAK should not be treated with release agents before 
casting.

PRODUCT FEATURES:
FAST 
INSTALLATION 
Thanks to its easy assembly, 
GEOPLAK can be quickly 
installed in the construction 
site.

MODULAR 
The panels can be assembled 
as required by the object to be 
produced.

LIGHT 
One panel (1 m²) weighs 
only 8.6 Kg, thus making the 
handling simple and fast.

REUSABLE 
GEOPLAK can be reused at 
least 60 times.

SURFACE 
FINISH 
GEOPLAK guarantees an 
excellent concrete surface.

STORAGE 
GEOPLAK can be safely and 
conveniently stored in any 
environment. 

2004 mm

503 mm
503 mm

2004 mm

SIZES
Base 2004 x 503 mm

Heights 29 mm

GEOPLAK MATERIAL
Polypropylene PP
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